
Supports up to 3kg per tile without patressing

■ Robust tile solution - ideally suited for general and high 
humidity areas, including food preparation, hygiene 
sensitive or retail environments

■ Available to buy in single tile quantities

■ Available in 600mm x 600mm or 1200mm x 600mm1 in 
black and white

■ Ideal for use where regular access to above ceiling 
services requires a tile with a robust edge that is not 
easily damaged

■ 30 minute fire resistance to BS 476: Part 23 when used in
conjunction with CasoLine QUICK-LOCK grid and hangers 
and fully supported by SpecSure®

■ Suitable for CasoLine QUICK-LOCK grid 
T15 and T24 systems

Gyprex SATINSPAR ceiling tiles

1 Gyprex tiles are designed for 600mm x 600mm or 1200mm x 600mm grid systems.
Actual tile dimensions are 594mm x 594mm and 1194mm x 594mm (+2/-1mm tolerance).

Edge A

Acoustic performance
DNCW up to 37dB

Durability
Greater resistance to scratches and dents than equivalent
non-gypsum based systems

Reaction to fire
Class 0, Euroclass B-s1, d0

Water Resistance
80 times more water resistant than mineral fibre, greatly
reducing the risk of unsightly staining

Humidity Resistance
Suitable for all areas up to 90% humidity

Durable wipe clean vinyl surface

88% light reflectance

■

■

■

Also available:
■ Gyprex BIO version available to prevent the growth of fungi

and bacteria, including MRSA, Ecoli 0157 and Salmonella

Key benefits

Performance



FM 52358

Size 600 x 600mm1

1200 x 600mm1

Pallet format Available in two sizes2

Tile edge Edge A 

Design Smooth satin finish

Light reflectance 88%

Colour Available in black and white

Thickness 8mm

Tile weight 6.2 kg/m2

System reference C10A020

Max RH 90%

Reaction to fire Class 0, Euroclass B-s1, d0

Weight loading
Gyprex ceiling tiles will support a point load of up to 3kg per
tile with a maximum 2mm deflection. This will normally
allow fittings such as spot lights or down-lighters to be
installed without the need for a support pattress.

Maintenance
The vinyl surface of Gyprex ceiling tiles can be cleaned using
a damp cloth with water and a mild detergent. 

Installation
British Gypsum ceiling tiles are marked with a directional
arrow on the reverse and should always be installed with
this in alignment to ensure total consistency of pattern and
shade in a production batch.

Reaction and resistance to fire
The exposed surface of Gyprex ceiling tiles achieves 
Class 0 rating when tested to BS 476: Parts 6 & 7. Under
Building Regulations Approved Document B, the exposed
surfaces of Gyprex tiles are designated Euroclass B-s1, d0.
Gyprex SATINSPAR, CasoLine QUICK-LOCK grid and hangers, when
used as a system, will provide 30 minutes fire resistance to 
BS 476: Part 23.

Acoustic performance
Gyprex tiles achieve DNCW of 37dB. Sound attenuation 
room-to-room sound insulation test carried out in
accordance with BS EN 20140-9: 1994 and rated in
accordance with BS EN ISO 717-1: 1987.

Recyclability
The gypsum core of Gyprex tiles is 100% recyclable. 
CasoLine QUICK-LOCK is also 100% recyclable.

Gyproc, Thistle, Gypframe and Glasroc are all registered trade names of BPB United Kingdom Limited. Isover
is a registered trade name of Saint-Gobain. Proprietor: BPB United Kingdom Limited registered in England
734396, registered office Saint-Gobain House, Binley Business Park, Coventry, CV3 2TT, UK. 

British Gypsum reserves the right to revise product specifications without notice. The information in this
document was correct to the best of our knowledge at the time of publication. It is the user’s responsibility
to ensure that it remains current prior to use. The information in this document is for guidance only and
should not be read in isolation. Users should read and familiarise themselves with all the information
contained in this document and ensure that they are fully conversant with the products and systems being
used, before subsequent specification or installation. For a comprehensive and up-to-    date library of
information visit the British Gypsum website at:  www.british-gypsum.com 

1 Gyprex tiles are designed for 600mm x 600mm or 1200mm x 600mm grid 
systems. Actual dimensions are 594mm x 594mm and 1194mm x 594mm 
(+2/-1mm tolerance).

2 Refer to the current British Gypsum Price Book for details. A small pallet 
format, 1200mm x 600mm is available on request.

Gyprex SATINSPAR
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