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 » Large range of standard sizes, with tailor made options to suit a particular 

application available

 » Good thermal and acoustic performance

 » Fully demountable tiles and panels, with a wide choice of sizes, edge 

profiles and perforation patterns
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All information given in this literature is correct and up to date as of March 2015. Please verify with the company whether any 
changes in our specification or application details have otherwise taken place.
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ACOUSTICS
Sound absorption NRC of 0.95 achieved 

with standard insulation (Class A 

absorber). Sound attenuation of 26 

Dncw - 42 Dncw, dependent on the 

acoustic infill used.

FIRE PERFORMANCE
Euroclass A2-s1, d0 in accordance 

with EN 13501-1, with a 1 hour fire 

protection, to bs476 part 8. Also 

achieves class 0 for surface spread of 

flame.*

*This is affected when you use another 

finish, or perforated tile with a fleece.

The term lay-in refers to tiles that have minimal tile face coverage by the 

supporting exposed grid as distinct from lay-on tiles where the face of the tile is 

fully visible. Lay-in tiles are used with exposed grid table usually 24/15mm wide 

although different grid table widths are available. 

Where lay-in perforated tiles are required it is recommended that the supported 

edges of the tile are perforated and the unsupported edges (usually the long 

sides) have plain borders. This arrangement provides the appearance of a plain 

border edged tiled ceiling with the exposed table grid providing the border 

on the supported edges. The grid is supported by GT114 hangers at 1200mm 

maximum centres in both directions. 

EDGE DETAILS SIZES AVAILABLE

HUMIDITY RESISTANCE
Suitable in conditions up to 95% 

relative humidity at 25°C.

SYSTEM WEIGHT
The Lay in system weighs approximately 

7.2kg per m².

TILE LOADING
To discuss load bearing ability please 

contact the technical team.

CLEANING & HYGIENE
Lay In tiles can be easily cleaned and 

if you have a Biocote finish they will be 

anti-bacterial.

ACCESSIBILITY 
Lay in tiles are easily demounted and 

do not require any tools. 

100% RECYCLABLE 


